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LIMIT ROTLU TiP DILATASYON KOMPANSATORLERI

Dilatasyon kompansatorleri borulama sistemlerinde dilatas-
yon gegis noktalarina koyularak, zemine oturan farkl kitlele-
rin getirdigi birbirinden bagimsiz hareketlenmeleri ve hertiir-
I yer hareketlerinin sisteme getirdigi yatay ve disey diizlem-
deki hareketleri absorbe eden, sistemlerin emniyetli ¢calisma-
sini saglayan elemanlardir. Limit rotlu kompansatérler x ve y
dizlemindeki hareketleri almak zere dizayn edilir. Alinacak
hareket miktarina bagl olarak Gretimi yapilir. L

Limit rotlu kompansatorler, cift korik, araboru, flanslar ve
rotlardan olusan bir yapiya sahiptir. Cift tarafinda bulunan
koriikleri ve limit rotlari sayesinde g¢okme hareketlerini
onleme kabiliyetine sahiptir. L

Limit rotlu dilatasyon kompansatérleri bina gecislerindeki
bitiin dilatasyon noktalarinda, yer alt, yer Gsti biitiin hatlar-
da ve her turlu akiskanin oldugu biitiin borulama sistemlerin-
de kullanihr. Kullanilan malzemeler de,korikler paslanmaz
celik malzeme, baglantt malzemleri karbon gelik veya
paslanmaz gelik olarak retilir.

Baglanti Sekli:
Baglant tipi olarak Doner Flansli, Sabit Flansh, Kaynak
Boyunlu , Disli veya Yivli olarak tretilir.

Nominal Caplari:
DN25(1")-DN1200(48")

Basing ve Sicaklik Degerleri:

PN40 basing, -80/+427°C (opsiyonel; -80/+1100°C )
sicaklik dayanimi vardir.
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UNIVERSAL TYPE JOINTS WITH TIE RODS
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UNIVERSAL TYPE JOINTS WITH TIE RODS

Universal type joint with tie rods are installed to pipelines
where there is laterlal or vertical dilatation movements which
is caused by different zones in order to keep the system in
safe. This type of expansion joints are designed to absorb x
and y movements, according to system requirement.

Universal type joint with tie rod consist of double ply bellows,
intermediate pipe, flanges and tie-rods. It is capable to
prevent any collapse movement with bellows and tie-rods at
both sides.

Universal type joint with tie rods are installed dilatation zones
as well as underground pipelines and used all type of flow
media. Bellows are in stainless steel, connections in stainless
steel or carbon steel.

Connection:
Floating flange, fixed flanged, butt-weld, screwed or grooved.

Nominal Sizes:
DN25(1"")-DN1200(48")

Working Temperature And Pressure:
PN40 ,-80/+427°C (optional; -80/+1100°C )
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DN 25 @ 14X4 50 350 75 450

DN 32 *15 25 42,4 210 140 100 180 78 2 16 P 18x4 250 350 | 350 || &S5 | 450 550
DN 40 +15 25 483 220 150 110 185 88 3 16 @18x4 250 50 350 £75 450 550
DN 50 #15 25 60,3 250 165 125 205 102 3 18 @18x4 350 #50 450 75 @ 550 650
DN 65 30 25 761 270 185 145 225 122 3 18 @ 18x4 350 2500 | 450 475 550 650
DN 80 +30 25 889 310 200 160 251 138 3 20 @18x4 400 50 500 75 600 700
DN 100 +30 25 1143 330 220 180 271 158 3 20 @ 18x4 400 #50 500 +75 600 700
DN 125 30 25 139,7 366 250 210 304 188 3 22 (@18x4 450 250 | 650 | XI5 | 750 850
DN 150 +30 25 168,3 420 285 240 347 212 3 22 (P23x8 450 50 650 £75 750 850
DN 200 +30 $25 2191 510 340 295 411 268 3 24 @ 23x12 500 x50 700 %75 | 8OO 900
DN 250 130 125 273 573 405 355 484 320 3 26 @P27x12 600 £50 800 £75 900 1000
DN 300 +30 25 3239 660 460 410 555 378 4 28 @27x12 750 $50 950 £75 1000 1150
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